
3. Contact specification

Power Relay

JZX-22F Miniature Power Relay

1.1 3A, 5A, 10A switching current

1.2 Various sockets available

1.3 With indicator to be selected 

1.4 Full range of AC and DC coil

1.5 Certificate: UKRtest.
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JZX-22F  (D)  / 006 - 2Z   1   1

Installation: 1 top flange type ; 

                                                                               2=lateral flange type; 

                                                                               blank=standard type

Termination: 1 PCB 6 Plug-in

Contact arrangement 2Z=2C;

                                                                                              3Z=3C; 

                                                                                              4Z=4C

Coil type: = AC; 

- = DC

Coil voltage : DC: 5V~220V;

                                                                                 AC: 6V~380V

:

D=with LED indicator;    

B=With LED indicator and surge withstand;

M=With arc suppression cover; 

Blank=Standard

Series
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1. Features

2. Ordering information
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Lateral flange

4. Coil specification

5. Characteristics

6. Overall mounting dimensions (mm)
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Lateral flange

4. Coil specification

5. Characteristics

6. Overall mounting dimensions (mm)
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Power Relay

Dimensions: 72×30×31(mm) Dimensions: 72×30×31(mm)
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Power Relay

Dimensions: 72×30×31(mm) Dimensions: 72×30×31(mm)
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